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Pedestrian Underpass 
•	 Based on input received during preliminary design consultation, the pedestrian underpass is 

designed to accommodate a 2.4 metre by 2.4 metre concrete underpass.

•	 Lighting for improved visibility within the underpass and suitable drainage have been incorporated 	
into the design.

•	 Provides access below the highway within the community, as well as access to future bus stops on 
each side of the highway and creates an opportunity to connect to the future community trail network.

•	 Provides landscape and lighting opportunities at the entrance to the underpass.

Gateways
•	 Gateways support traffic calming objectives and create a 

sense of arrival

•	 The south gateway is just north of the existing Furry Creek 
sign near the northbound exit to Furry Creek

•	 The north gateway is near the crest of the hill

Existing Furry Creek Sign

Bus Stop Locations
•	 Southbound bus stop provides room to pull off and merge back onto the 

southbound highway and is within close proximity to the pedestrian underpass.

•	 Northbound bus stop is within a short walking distance from Furry Creek Centre, 
and could be linked into the trail system.

•	 Both bus stops will have sufficient room provided for future community upgrades.

Community Trail Network
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Additional Highway Safety Features
•	 Highly reflective pavement markings

•	 Roadside rumble strips

•	 Roadside reflectors

Transition to 4-Lane Highway Transition from 4-Lane to 3-Lane Highway4-Lane Highway

New Furry Creek Bridge


